
CONTINUOUS
FLASHING AS
REQUIRED

DRYVIT FEDDERLITE
PANEL

DRYVIT/TREMCO APPROVED
SEALANT WITH CLOSED CELL
BACKER ROD AND WEEP TUBES
EVERY 24" (610 MM) AS REQUIRED.

APPROVED SUBSTRATE

WALL FRAMING

FEDDERLITE CHANNEL,
SPACING AS PER APPROVED

SHOP DRAWINGS

DRYVIT DEMANDIT®

SMOOTH OR COLOR
PRIMEᵀᴹ ON SURFACES
TO RECEIVE SEALANT

2" MIN.
(51 MM)

3/4" MIN.
(19 MM)

DRYVIT/TREMCO
FLASHING MATERIAL

(SEE NOTE 2)

DRYVIT DEMANDIT® SMOOTH OR COLOR PRIMEᵀᴹ ON
SURFACES TO RECEIVE SEALANT

APPROVED TREMCO SEALANT

FASTENER (SEE NOTE 3)

DRYVIT/TREMCO AIR/
WATER-RESISTIVE
BARRIER COATING

(SEE NOTE 2)

FEDDERLITE APPROVED
PANEL ADHESIVE

MOUNTING PLATE
OPTION (SEE NOTE 4)
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The architecture, engineering, and design of the project using the Dryvit and Tremco products are the
responsibility of the project's design professional. All products and systems must comply with local
building codes and standards. This detail is for general information and guidance only and Dryvit and
Tremco specifically disclaims any liability for the use of this detail. The project design professional
determines, in its sole discretion, whether this detail or a functionally equivalent detail is best suited for
the project. This detail is subject to change without notice. Contact Dryvit or Tremco to ensure you have
the most recent version.

Dryvit Technical Support: 800-556-7752

 Fedderlite® Panel System
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